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Office  162  24  450  50  87  8 
Test Room  4048  327  3400  390  3700  310 
Table 2: Comparison between available daylight in the office and the test room in sunny conditions. 
Time  Sensor 1  Sensor 2  Sensor 3  Sensor 4  Sensor A  Sensor B  Sensor C  Sensor D 
9‐10 AM  1160.0  223.7  96.7  61.0  602.0  206.8  111.4  82.9 
10‐11 AM  1359.1  264.3  117.8  73.5  706.9  245.9  135.0  101.7 
11‐12 PM  1073.6  209.1  90.7  55.0  557.3  191.5  102.8  76.4 
12‐1 PM  998.3  198.0  86.6  49.8  522.4  182.2  97.9  72.7 
1‐2 PM  1556.9  298.3  131.9  79.4  804.4  277.6  152.1  116.2 
2‐3 PM  1295.2  256.1  112.6  69.6  678.7  236.7  127.8  97.5 
3‐4 PM  1095.7  211.2  90.8  53.5  565.1  196.1  105.6  78.1 
4‐5 PM  805.1  153.2  64.3  34.3  413.7  141.9  77.6  57.8 
Table 3: Average available daylight in different zones of test and reference rooms for a typical double glazed window 
under overcast sky conditions (lux) 
Time  Sensor 1  Sensor 2  Sensor 3  Sensor 4  Sensor A  Sensor B  Sensor C  Sensor D 
9‐10 AM  15388.4  15730.5  2559.3  1335.3  3115.3  1095.9  605.5  474.1 
10‐11 AM  27437.9  6858.3  1430.2  1058.1  6393.0  1609.9  739.3  546.1 
11‐12 PM  33673.5  1879.5  975.3  693.8  6329.8  1970.5  787.6  506.7 
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Highlights: 
Reflective louvers potentially reduce the need for artificial lighting by improving daylight distribution in the 
building. 
The tested system reduced the need for artificial lighting by 60%. 
The tested device works optimally under sunny conditions.  
The tested system is considerably effective under overcast sky conditions.  
The tested system delayed the air temperature rise by blocking/reflecting the sunlight reducing the cooling 
loads.  
 
 
 
 
 
